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Ascent 100 Luminature

ASCENT 100 LUMINATURE     
   

RECESSED DOWNLIGHT

2060672 ASCENT 100 II ARCH 120 1100 LUMI 3K DALI DALI 3000K 15 1089 <2000 0,59 0,53 96 103 97 97 <22

2060673 ASCENT 100 II ARCH 120 1200 LUMI 4K DALI DALI 4000K 15 1221 <2500 0,75 0,68 95 102 97 96 <22

2060674 ASCENT 100 II ARCH 160 2350 LUMI 3K DALI DALI 3000K 31 2346 <9000 0,59 0,53 96 103 98 97 <24

2060675 ASCENT 100 II ARCH 160 2650 LUMI 4K DALI DALI 4000K 31 2645 <11000 0,75 0,68 95 102 97 97 <25

ASCENT 100 LUMINATURE HCL TUNABLE WHITE       
   

RECESSED DOWNLIGHT

2060676 ASCENT 100 II ARCH 120 1300 LUMI HCL TW SSC

SylSmart S 2700K 20 1219 <2500 0,53 0,48 96 102 99 97 <23

SylSmart S 4000K 20 1450 <2500 0,83 0,75 96 102 95 95 <23

SylSmart S 6500K 20 1455 <2500 1,12 1,02 98 100 99 99 <23

2060677 ASCENT 100 II ARCH 160 2500 LUMI HCL TW SSC

SylSmart S 2700K 35 2398 <9500 0,52 0,47 97 102 99 98 <24

SylSmart S 4000K 35 2855 <9500 0,83 0,75 96 102 95 95 <24

SylSmart S 6500K 35 2823 <9500 1,12 1,02 97 100 98 99 <24

SylSmart S  SylSmart Standalone
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Optix Luminature

OTPIX  
   

LUMINATURE 4000K    
   

RECESSED

2023832 OPTIX RECESSED 600 2L LUMI 4K ALU Switch 4000K 30 2 915 <200 0,77 0,70 94 98 94 98 <16

2023833 OPTIX RECESSED 600 2L LUMI 4K ALU DALI DALI 4000K 30 2 915 <200 0,77 0,70 94 98 94 98 <16

2023863 OPTIX RECESSED 600 2L LUMI 4K ALU SSA SylSmart CB 4000K 31 2 915 <200 0,77 0,70 94 98 94 98 <16

2023834 OPTIX RECESSED 600 2L LUMI 4K ALU SSC SylSmart S 4000K 31 2 915 <200 0,77 0,70 94 98 94 98 <16

2023842 OPTIX RECESSED 600 3L LUMI 4K ALU Switch 4000K 37 3 750 <200 0,78 0,71 94 98 94 98 <16

2023843 OPTIX RECESSED 600 3L LUMI 4K ALU DALI DALI 4000K 37 3 750 <200 0,78 0,71 94 98 94 98 <16

2023865 OPTIX RECESSED 600 3L LUMI 4K ALU SSA SylSmart CB 4000K 38 3 750 <200 0,78 0,71 94 98 94 98 <16

2023844 OPTIX RECESSED 600 3L LUMI 4K ALU SSC SylSmart S 4000K 38 3 750 <200 0,78 0,71 94 98 94 98 <16

2023837 OPTIX RECESSED 1200 2L LUMI 4K ALU Switch 4000K 36 3 810 <200 0,78 0,71 93 98 93 98 <16

2023838 OPTIX RECESSED 1200 2L LUMI 4K ALU DALI DALI 4000K 36 3 810 <200 0,78 0,71 93 98 93 98 <16

2023864 OPTIX RECESSED 1200 2L LUMI 4K ALU SSA SylSmart CB 4000K 37 3 810 <200 0,78 0,71 93 98 93 98 <16

2023839 OPTIX RECESSED 1200 2L LUMI 4K ALU SSC SylSmart S 4000K 37 3 810 <200 0,78 0,71 93 98 93 98 <16

OTPIX  
   

LUMINATURE 4000K    
   

SURFACE

2023827 OPTIX SURFACE 1200 2L LUMI 4K ALU Switch 4000K 36 3 810 <200 0,78 0,71 93 98 93 98 <16

2023828 OPTIX SURFACE 1200 2L LUMI 4K ALU DALI DALI 4000K 36 3 810 <200 0,78 0,71 93 98 93 98 <16

2023862 OPTIX SURFACE 1200 2L LUMI 4K ALU SSA SylSmart CB 4000K 37 3 810 <200 0,78 0,71 93 98 93 98 <16

2023829 OPTIX SURFACE 1200 2L LUMI 4K ALU SSC SylSmart S 4000K 37 3 810 <200 0,78 0,71 93 98 93 98 <16

OTPIX  
   

LUMINATURE 4000K    
   

LINEAR RECESSED

2023847 OPTIX LINEAR RECESSED 1200 LUMI 4K ALU Switch 4000K 30 2 870 <200 0,78 0,71 94 98 94 98 <19

2023848 OPTIX LINEAR RECESSED 1200 LUMI 4K ALU DALI DALI 4000K 30 2 870 <200 0,78 0,71 94 98 94 98 <19

2023866 OPTIX LINEAR RECESSED 1200 LUMI 4K ALU SSA SylSmart CB 4000K 31 2 870 <200 0,78 0,71 94 98 94 98 <19

2023849 OPTIX LINEAR RECESSED 1200 LUMI 4K ALU SSC SylSmart S 4000K 31 2 870 <200 0,78 0,71 94 98 94 98 <19

OTPIX  
   

LUMINATURE 4000K    
   

LINEAR SURFACE

2023852 OPTIX LINEAR SURFACE 1200 LUMI 4K ALU Switch 4000K 30 2 870 <200 0,78 0,71 94 98 94 98 <19

2023853 OPTIX LINEAR SURFACE 1200 LUMI 4K ALU DALI DALI 4000K 30 2 870 <200 0,78 0,71 94 98 94 98 <19

2023867 OPTIX LINEAR SURFACE 1200 LUMI 4K ALU SSA SylSmart CB 4000K 31 2 870 <200 0,78 0,71 94 98 94 98 <19

2023854 OPTIX LINEAR SURFACE 1200 LUMI 4K ALU SSC SylSmart S 4000K 31 2 870 <200 0,78 0,71 94 98 94 98 <19

2023857 OPTIX LINEAR SURFACE 1200 DI LUMI 4K ALU Switch 4000K 36 4 020 <200 0,78 0,71 93 98 93 98 <16

2023858 OPTIX LINEAR SURFACE 1200 DI LUMI 4K ALU DALI DALI 4000K 36 4 020 <200 0,78 0,71 93 98 93 98 <16

2023868 OPTIX LINEAR SURFACE 1200 DI LUMI 4K ALU SSA SylSmart CB 4000K 37 4 020 <200 0,78 0,71 93 98 93 98 <16

2023859 OPTIX LINEAR SURFACE 1200 DI LUMI 4K ALU SSC SylSmart S 4000K 37 4 020 <200 0,78 0,71 93 98 93 98 <16

SylSmart S  SylSmart Standalone    |   SylSmart CB  SylSmart Connected Building
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Optix Luminature

OPTIX LUMINATURE HCL TUNABLE WHITE     
   

RECESSED

2023835 OPTIX RECESSED 600 2L LUMI HCL TW ALU DALI DALI DT8

2800K 32 2 280 <200 0,53 0,48 97 103 99 98 <16

4000K 32 2 780 <200 0,82 0,74 95 101 95 96 <16

6200K 32 2 690 <200 1,08 0,98 96 99 97 99 <16

2023836 OPTIX RECESSED 600 2L LUMI HCL TW ALU SSC

SylSmart S 2800K 33 2 280 <200 0,53 0,48 97 103 99 98 <16

SylSmart S 4000K 33 2 780 <200 0,82 0,74 95 101 95 96 <16

SylSmart S 6200K 33 2 690 <200 1,08 0,98 96 99 97 99 <16

2023845 OPTIX RECESSED 600 3L LUMI HCL TW ALU DALI DALI DT8

2800K 37 2 930 <200 0,53 0,48 97 101 99 98 <16

4000K 37 3 510 <200 0,82 0,74 95 101 95 96 <16

6200K 37 3 410 <200 1,08 0,98 96 99 97 99 <16

2023846 OPTIX RECESSED 600 3L LUMI HCL TW ALU SSC

SylSmart S 2800K 38 2 930 <200 0,53 0,48 97 101 99 98 <16

SylSmart S 4000K 38 3 510 <200 0,82 0,74 95 101 95 96 <16

SylSmart S 6200K 38 3 410 <200 1,08 0,98 96 99 97 99 <16

2023840 OPTIX RECESSED 1200 2L LUMI HCL TW ALU DALI DALI DT8

2800K 36 2 900 <200 0,52 0,47 97 101 98 98 <16

4000K 36 3 500 <200 0,82 0,74 94 101 94 95 <16

6200K 36 3 480 <200 1,07 0,97 95 99 96 98 <16

2023841 OPTIX RECESSED 1200 2L LUMI HCL TW ALU SSC

SylSmart S 2800K 37 2 900 <200 0,52 0,47 97 101 98 98 <16

SylSmart S 4000K 37 3 500 <200 0,82 0,74 94 101 94 95 <16

SylSmart S 6200K 37 3 480 <200 1,07 0,97 95 99 96 98 <16

OPTIX LUMINATURE HCL TUNABLE WHITE      
   

SURFACE

2023830 OPTIX SURFACE 1200 2L LUMI HCL TW ALU DALI DALI DT8

2800K 36 2 900 <200 0,52 0,48 97 101 98 98 <16

4000K 36 3 500 <200 0,82 0,74 94 101 94 95 <16

6200K 36 3 480 <200 1,07 0,97 95 99 96 98 <16

2023831 OPTIX SURFACE 1200 2L LUMI HCL TW ALU SSC

SylSmart S 2800K 37 2 900 <200 0,52 0,48 97 101 98 98 <16

SylSmart S 4000K 37 3 500 <200 0,82 0,74 94 101 94 95 <16

SylSmart S 6200K 37 3 480 <200 1,07 0,97 95 99 96 98 <16

SylSmart S  SylSmart Standalone    |   SylSmart CB  SylSmart Connected Building
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OPTIX LUMINATURE HCL TUNABLE WHITE      
   

LINEAR RECESSED

2023850 OPTIX LINEAR RECESSED 1200 LUMI HCL TW ALU DA DALI DT8

2800K 26 1 850 <200 0,53 0,48 97 102 99 98 <16

4000K 26 2 200 <200 0,83 0,75 95 101 95 95 <16

6200K 26 2 180 <200 1,09 0,99 96 99 96 98 <16

2023851 OPTIX LINEAR RECESSED 1200 LUMI HCL TW ALU SSC

SylSmart S 2800K 27 1 850 <200 0,53 0,48 97 102 99 98 <16

SylSmart S 4000K 27 2 200 <200 0,83 0,75 95 101 95 95 <16

SylSmart S 6200K 27 2 180 <200 1,09 0,99 96 99 96 98 <16

OPTIX LUMINATURE HCL TUNABLE WHITE      
   

LINEAR SURFACE

2023855 OPTIX LINEAR SURFACE 1200 LUMI HCL TW ALU DALI DALI DT8

2800K 26 1 850 <200 0,53 0,48 97 102 99 98 <16

4000K 26 2 200 <200 0,83 0,75 95 101 95 95 <16

6200K 26 2 180 <200 1,09 0,99 96 99 96 98 <16

2023856 OPTIX LINEAR SURFACE 1200 LUMI HCL TW ALU SSC

SylSmart S 2800K 27 1 850 <200 0,53 0,48 97 102 99 98 <16

SylSmart S 4000K 27 2 200 <200 0,83 0,75 95 101 95 95 <16

SylSmart S 6200K 27 2 180 <200 1,09 0,99 96 99 96 98 <16

2023860 OPTIX LINEAR SURFACE 1200 DI LUMI HCL TW ALU DALI DALI DT8

2800K 38 2 860 <200 0,52 0,47 91 101 99 98 <16

4000K 38 3 540 <200 0,82 0,74 95 101 95 96 <16

6200K 38 3 490 <200 1,08 0,98 96 99 96 98 <16

2023861 OPTIX LINEAR SURFACE 1200 DI LUMI HCL TW ALU SSC

SylSmart S 2800K 39 2 860 <200 0,52 0,47 91 101 99 98 <16

SylSmart S 4000K 39 3 540 <200 0,82 0,74 95 101 95 96 <16

SylSmart S 6200K 39 3 490 <200 1,08 0,98 96 99 96 98 <16

Optix Luminature
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